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Abstract 

In this paper, the problem of low probability of 
Identification (LPID) improvement for radar network 
systems is investigated. Firstly, the security information 
is derived to evaluate the LPID performance for radar 
net-work. Then, without any prior knowledge of hostile 
inter-cept receiver, a novel fuzzy chance-constrained 
programming (FCCP) based security information 
optimization scheme is presented to achieve enhanced 
LPID performance in radar network systems, which 
focuses on minimizing the achievable mutual 
information (MI) at interceptor, while the attainable MI 
outage probability at radar net-work is enforced to be 
greater than a specified confidence level. Regarding to 
the complexity and uncertainty of electromagnetic 
environment in the modern battlefield, the trapezoidal 
fuzzy number is used to describe the threshold of 
achievable MI at radar network based on the credibility 
theory. Finally, the FCCP model is transformed to a 
crisp equivalent form with the property of trapezoidal 
fuzzy number. Numerical simulation results 
demonstrating the performance of the proposed strategy 
are provided. 
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1. Introduction  

Radar network architecture, which often refers to 
distributed multiple-input multiple -output (MIMO) 
radar is pioneered by Fisher in [2] and has drawn 
considerable attentions due to It’s advantage of signal 
and spatial diversities. Moreover, radar network 
outperforms traditional monostatic radar in target  

 
 
detection, localization accuracy and information 
extraction. Recent years have witnessed an increasing 
interest on the radar network configuration which has 
been extensively studied from various perspectives. The 
authors in [4] consider the optimal waveform design for 
MIMO radar in colored noise based on maximization of 
mutual information (MI) and relative entropy. Yang and 
Blum present two radar waveform design scheme s with 
constraints on wave-form power [5]: the one is 
maximization of the MI between the target impulse 
response and the reflected waveform, the other is 
minimization of the minimum mean-square error 
(MMSE) in estimating the target impulse response. A 
novel two-stage waveform optimization algorithm for 
distributed MIMO radar is proposed in [6], where it is 
demonstrated that this method can provide great 
performance improvement in target information 
extraction. In [7], the authors present three power 
allocation criteria integrating propagation losses into 
distributed MIMO radar signal model: maximizing the 
MI, minimizing the MMSE and maximizing the echo 
energy. Shi et al. in [8], [9] investigate the low 
probability of intercept (LPI) optimization strategies in 
radar network configurations for the first time, which are 
shown to be effective to enhance the LPI performance 
for radar networks. In recent years, pursing high 
physical-layer (PHY) security is becoming a central 
issue in wireless communications, in which secrecy 
capacity is utilized as a metric for secrecy 
communication performance [10]. In [11], the authors 
study the use of artificial interference in maximizing 
secrecy capacity, where a portion of the transmitting 
power is allocated to broadcast the information signal 
with enough power to guarantee a certain signal-to-
interference-plus-noise ratio (SINR) for the intended 
receiver, while the rest of the power is utilized to 
broadcast artificial interference to jam the passive 
eavesdroppers. Zhou et al. in [12] investigate the 
problem of secure communication in fading channels. 
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While [13] proposes an optimization strategy for 
achieving security over multiple-input single-output 
(MISO) channels by beam forming and artificial 
interference combined with the “protected zone”. 
Mukherjee and Swindlehurst model the interactions 
between the legitimate transmitter and active 
eavesdropper as a two-person zero-sum game [14]. The 
authors in [15] present a multiuser scheduling algorithm 
to improve the cognitive transmission security. Further, 
Wang et al. in [16] propose security information factor to 
evaluate radar radio frequency (RF) stealth, where it is 
illustrated airborne radar RF stealth effects based on 
security information factor concept under some 
conditions. Shi et al. extend the work in [16] and provide 
security information based optimal power allocation 
scheme for LPID performance in radar networks [16], 
[18]. However, most researches on secrecy capacity are 
mainly towards maximizing the secrecy rate for 
communication with guaranteeing system requirements. 
The use of security information for LPID performance in 
radar net-work systems has rarely been studied 
previously, which motivates us to consider this problem. 
In addition, the modern electromagnetic environment is 
becoming more and more complicated, large difficulties 
for radar mission are caused by amounts of uncertain 
factors in electronic warfare, which cannot be 
completely solved by stochastic theory. The theory of 
fuzzy set has drawn considerable attentions since this 
concept was initiated by Zadeh [18] in 1965. In 2002, 
Liu [17] proposed  the concept of credibility measure, 
and established the theory of fuzzy chance-con-strained 
programming (FCCP) , which is a branch of 
mathematics for studying fuzzy phenomena.  This paper 
will investigate the FCCP based security information 
optimization for LPID enhancement in radar networks. 
The main contributions of this paper are summarized as 
follows. Firstly, we derive an analytical closed-form 
expression of security information. Secondly, when the 
prior knowledge of intercept receiver is unavailable, a 
novel FCCP based security information optimization 
algorithm is formulated to minimize the achievable MI at 
intercept receiver, while th e achievable MI outage prob-
ability at radar network is enforced to be greater than a 
specified confidence level.  Regarding to the complexity 
and uncertainty of electromagnetic environment in the 
modern electronic warfare, the trapezoidal fuzzy number 
is utilized to describe the threshold of achievable MI at 
radar network. Finally, the FCCP model is transformed 
to a crisp equivalent form with the property of credibility 
theory. Numerical simulations are provided to 
demonstrate that our proposed algorithm can improve 
the LPID performance for radar networks to defend 
against passive intercept receivers. To the best of 
authors’ knowledge, no literature discussing FCCP based 

security information optimization for improved LPID 
performance in radar network systems was conducted 
prior to this work. The remainder of this paper is 
organized as follows. Section 2 introduces the basic 
concepts of credibility theory and the system model for 
radar network. We first derive the analytical closed -
form expression of security information with cooperative 
jamming (CJ) for radar net-work in Sec. 3 and formulate 
the FCCP based security information optimization 
algorithm for radar network sys-tem.  
 
 
Preliminaries and System Model   
2.1 Credibility Theory  
 

The theory of fuzzy set has received close 
attention by the scientific community over the last 
several decades, which was pioneered by Zadeh via 
membership function in 1965. In 1978, Zadeh presented 
the concept of possibility measure, which is utilized to 
measure a fuzzy set. Although possibility measure has 
been widely used in both theory and practice, it has no 
self- duality property. In 2002, Liu proposed the concept 
of credibility measure to define a self-dual measure. 
After that, Liu established the credibility theory in 2004, 
which is a branch of mathematics for studying fuzzy 
phenomena. Some basic concepts of credibility theory 
are provided in the following.  
 
Definition 2.1: (Liu & Liu [17]) let Θ be a nonempty set, 
and P the power set of Θ. The set function Cr is called a 
credibility measure if it satisfies the following four 
axioms: 
Axiom 1: Cr{Θ}=1. 
Axiom 2: Cr{A}≤ Cr {B}, whenever A B . 

Axiom 3:     ,1 cACrACr for any event PA  

Axiom 4:      iiiii AACrACr ,sup  for any 

events  iA  with sup,  iACr 0.5. 

Then, the triplet  CrP,,  is called a credibility space. 

 
Definition 2.2: (Liu [21]) A fuzzy variable is a 
measurable function from a credibility space 

 CrP,,  to the set of real numbers . 

 
Definition 2.3: (Liu [21]) Let  be a fuzzy variable 

defined on the credibility space  CrP,, . Then its 

membership function is derived from the credibility 
measure by: 

    xxCrx ,12)(                       (1) 
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Theorem 2.1 (Credibility Inversion Theorem): (Liu 
[21]) Let   be a fuzzy variable with membership 

function )(x . Then for any set B of real numbers, we 

have: 

  













)(sup)(sup 1
2

1 xx
cBxBx

BCr      (2) 

Definition 2.4: (Liu [21]) The credibility distribution 

 1,0:  of a fuzzy variable   is defined by: 

 .)()( xCrx                                    (3) 

That is, )(x  is the credibility that the fuzzy variable 

  takes a value less than or equal to x . 

 
2.2  Radar Network SNR Equation  
 

Let us consider a radar network system with Nt 
trans-mitters and  Nr  receivers, which can be broken 
down into Nt × Nr  transmitter-receiver pairs each  with 
a bistatic component contributing to the entirety of the 
radar network  
signal-to-noise ratio (SNR), as  depicted in Fig. 1. The 
radar network system has a common precise knowledge 
of space and time. In addition, it is worth pointing out 
that orthogonal polyphase codes are utilized in radar 
network system, which have a large main lobe-to-side 
lobe ratio. These codes have a more complicated signal 
structure making it harder to intercept and identify by a 
no cooperative intercept receiver. 
 
The radar network SNR can be calculated by 
summing up the SNR of each transmit-receive pair as in 
[1]: 
 

 
 


t rN

m

N

n mnrntmrnrmomn

mtmnrntmtm
net

LRRFBkT

GGP
SNR

1 1
223

2

4


     (4) 

 
transmit antenna gain, Grn is the n th receive antenna 
gain, σtmn is the radar cross section (RCS) of the target 
for the mth transmitter and nth receiver, λm is the m th 
transmitted wavelength, k is Boltzmann’s constant, Tomn 
is the receiving system noise temperature at the n th 
receiver, Brm is the bandwidth of the matched filter for 
the mth transmitted waveform, Frn is the noise factor for 
the nth receiver, Lmn is the system loss between the mth 
transmitter and nth receiver, Rtm is the distance from the 
mth transmitter to the target and Rrn is the distance from 
the target to the nth receiver. 

 
2.3 Radar Network Signal Model 
 
Let K denote the discrete time index, then we can 
express the radar network signal model as: 

                  rRr WXHY                                        (5) 

where   t

t

NK
N CxxxxX  ,....,, 321  K × Nt, is the 

set of transmission sequences, 

  NN
rNrrrrr

t

T
ChhhhhH  ,....,,,, 4321 refers to 

the path gain matrix for radar network system, 

  T

T

NK
rNrrrr CwwwwW  ,.....,,, 321 represents 

the system noise, and the received signal matrix can be 

written as   T

T

NK
rNrrrr CyyyyY  ,.....,,, 321 For 

convenience, it is assumed that the noise matrix Wr does 
not depend on the transmitted waveform X, and Hr and 
Wr are mutually independent. 
 
3. Problem Formulation 
3.1 Security Information for Radar Network 
Systems 
 

With the definition of MI in [16],  we can 
obtain the MI between the transmitting signal of radar 
network 
X and the backscatter signal r Y as follows: 
 

(6))(

1ln

1ln

)()()()(),(

1 1
222

2

1 1
2
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where I(X, Yr) is the MI between Yr and X, H(Yr) is the 
entropy of backscatter signal, and H(Wr) is the entropy 
of Gaussian white noise. 
 
Similarly, we can express the MI between the 
transmitting signal of radar network X and the received 
signal of intercept receiver Yi as: 
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(7) 
where Gint is the antenna gain of intercept receiver, σwi2 
denotes the noise covariance of intercept receiver. the 
achievable MI at interceptor can be degraded by the CJ 
signals while the radar network system is unaffected. 
With the consideration of CJ, we can modify  as follows: 
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where Pj is the total transmitting power for CJ signal, Gj 
is the antenna gain of cooperative jammer, Rj is the 
distance from the target to cooperative 
jammer.Originating from the secrecy capacity in 
wireless communications, we define security information 
to measure the LPID performance for radar network 
system. 
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                                                                                       (9) 
where [x]+ = max (0, x). It has been pointed out in [16], 
[18] that Isec > 0 means that radar network is in 
completely secure state while tracking target, and that 
the larger the achievable security information Isec 
obtained, the better LPID performance to finish the 
system mission. 
 
3.2 FCCP Based Security Information 
Optimization 

In practical applications, it would be impossible 
to suppose that any prior information about the hostile 
intercept receiver is available, such as the sensitivity of 

interceptor, the processing gain, et al. where the target 
and the intercept receiver are separated at different 
places. 
With the derivation of security information as (9), we 
can observe that security information is based on 
satisfying MI constraints both at radar network and at 
intercept receiver. With a proper choice of the power 
allocation, a perfectly securing channel can be devised 
such that: 

0),(

)(

int 


jP

jr

th
rnet

PPI

PI 
                (10) 

where δth is the predefined threshold of MI at radar 
network. Equation (10) means asymptotically perfect 
security in radar network system. 
The security information optimization strategy can be 
summarized as follows: 
1) Specify the desired MI threshold δth for radar network 
system, which is utilized as a metric for target detection 
performance. 
2) Allocate some transmission power to achieve the 
desired MI threshold δth for target detection. 
3) Minimize the achievable MI at intercept receiver 
Iint(Pr, Pj) by distributing the remaining transmission 
power to yield as much interference as possible, while 
guaranteeing that the CJ signal is designed to be 
completely orthogonal to radar modulating signal and 
generated to jam the intercept receiver without affecting 
the radar network. 
  
Hence, the security information optimization for 
enhanced LPID performance can be formulated as: 
 

max

max

int
,

,0(

)(

),(min

rr

totjr

th
rnet

jr
jPrP

PP

PPP

PItosubjec

PPI













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          (11) 

adar network, Pr max is the maximum transmitting 
power for radar modulating signal. While regarding to 
the complexity and uncertainty of electromagnetic 
environment in the modern electronic warfare, the 
predefined threshold of MI at radar network δth would 
be uncertain. Herein, a fuzzy variable δth fuzzy is utilized 
to evaluate the predefined threshold of MI at radar 
network. Based on the concepts of credibility theory, the 
achievable MI outage probability at radar network is 
enforced to be greater than a specified confidence level 
α, that is: 
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fuzzyrnet PICr )(                                   (12) 

 
Therefore, we have the FCCP based security information 
optimization for LPID enhancement in radar network as: 


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             (13) 

 
With the FCCP model (13), we can observe that 
increasing the confidence level leads to enlarging the 
feasible set of the true problem, which in turn may result 
in decreasing of the optimal value of the true problem 
[21]. It is also worth pointing out that there exists a 
restrictive relationship between the confidence level and 
the achievable MI at intercept receiver. 
 
3.3 The Crisp Equivalent Form of FCCP 
Model 
 

The FCCP model (17) is a fuzzy linear 
programming, which can be transformed into the crisp 
equivalent form. In this paper, we set δth fuzzy = (a, b, c, 
d) (a < b ≤ c < d) to be a trapezoidal fuzzy variable. 
 
Definition 3.1: (Liu, Zhao & Wang [19]) By a 
trapezoidal fuzzy variable, we mean that the fuzzy 
variable fully determined by the quadruplet 

),,,( 4321 rrrr of crisp numbers with )( 4321 rrrr   
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Definition 3.2: (Liu, Zhao & Wang [19]) The 
credibility distribution of a trapezoidal fuzzy variable 

),,,( 4321 rrrr  is: 
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Theorem 3.1: (Liu [20]) If   is a trapezoidal fuzzy 

Number ))(,,,( 43214321 rrrrrrrr  for the 

given confidence level  1,5.0 , the following 

equivalent transformation can be derived as: 
 
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                                                                                     (16) 
The proposed FCCP based security information 
algorithm (13) could be transformed into the following 
crisp equivalent form: 
 

max

max

int
,

,0(

)12()22()(

),(min

rr

totjr

rnet

jr
PP
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PPP

dcPItosubjec

PPI
jr




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  (17) 

Problem (13) takes radar network mission th
fuzzy  into 

consideration because radar network system must 
accomplish its mission in modern battlefield. 
So far, we have completed the achievable security 
information derivation and the FCCP based security 
information optimization for LPID enhancement in radar 
network systems. In what follows, some numerical 
simulations are provided to show the feasibility and 
effectiveness of our presented algorithm. 
 
4. Conclusions 
 
This paper has proposed a novel FCCP based security 
information optimization algorithm to achieve improved 
LPID performance in radar network systems without any 
prior knowledge of non-cooperative intercept receiver, 
whose purpose is to minimize the achievable MI at 
interceptor, while the achievable MI outage probability 
at radar network is enforced to be greater than a 
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specified confidence level. It is worth pointing out that 
our proposed algorithm is presented by simple analytical 
closed-form expression. Simulation results demonstrate 
that our proposed algorithm is effective to enhance LPID 
performance for radar network to defend against passive 
interceptor attacks. For future research, other 
optimization criteria need to be addressed to improve 
LPID performance for radar network systems. 
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